
Dorchester Arts 
Corn Exchange Technical and Venue Specification 

 
 

Venue Specification: 
 
Venue dimensions: 
 
11m wide x 19m long incl stage and seating folded away. 
 
 
Performance space dimensions: 
 
8m wide at the setting line x 6m deep at the centre point - important to note that it's semi-
circular. 
 
Capacity 
 
Seating is provided by means of a motorised rake seating platform. 
Seating is variable: 
Full rake with 2 floor rows = 156 seats 
Rake with 1 floor row (standard layout) = 145 seats 
Partial extensions are possible providing 44 and 88 seats 
 
Standing capacity = 300 with stage (up to 7m wide x 4.5m deep) 
 
 

Technical Specification: 
 

Lighting: 
 

Please note: all lighting circuits are 16amp. Very limited number of 16amp to 15amp and 
16amp to 13amp converters available. 
 
The venue houses 4 lighting bars which are all motorised and have a UDL of 150KG. 
Lighting Bar Connections: 
LX 1 (rear of stage) – 11 Dim & Non-Dim ch / 1 DMX Outlet patched to Universe 1 / 1 Cat6 
Patch 
LX 2 (overhead) – 10 Dim & Non-Dim Ch / 1 DMX Outlet patch to Universe 1 / 1 Cat6 Patch 
LX 3 (FOH 1) – 11 Dim & Non-Dim ch / 2 DMX Outlets (1 is permanently patched to Universe 
1) / 1 Cat6 Patch 
LX 4 (FOH 2) - 12 Dim & Non-Dim ch / 2 DMX Outlets (1 is permanently patched to Universe 
1) / 1 Cat6 Patch 
 
LX5/6: two wall-mounted arena bars left and right of the seating rake, 4 Dim & Non-Dim ch 
 



Floor circuits: 16 Dim and Non-Dim floor circuits, 4 Ch each upstage L+R and downstage L+R 
 
Lighting Bars from back wall: 
LX 1 – 2.5m 
LX 2 – 5.6m 
LX 3 – 9.3m 
LX 4 – 12.6m 
 
Setting line from back wall – 6.7m 
 
Width between pillars on setting line 8.7m 
 
Max trim height bars: 
 
LX1 – 5.2m 
LX2 – 5.55m 
LX3 – 6.6m 
LX4 – as above 
 
Lantern Stock: 
 
4 x 1KW Fresnel 
1 x 0.5KW Fresnel 
3 x ETC Source 4 Jr 25/50 
2 x ETC Source 4 15/32 
4 x PARcans 
10 x LEDJ RGBA Cob Pars (please note these are permanently rigged and focused as the 
house rig and cannot be refocused, moved, or re-addressed) 
 
Control: 
 
Zero 88 FLX S48 – 2 Universes 
 
Dimming and control circuits: 
Zero 88 Chilli Bypass Dimmers 
72 Dim & Hot power circuits distributed around the venue. Please see lighting plan. 
 

 
Sound: 

 
FOH PA: Martin Audio CDD12 x 2 with Martin Audio SX18 Subwoofers x 2 
 
Control: Allen & Heath SQ6 
 
Microphone Stock: 
2 x SM58 
2 X Sennheiser G2 Handhelds (E835 Capsule) 



2 x Sennheiser G2 Beltpacks with headsets/lapels 
 
 
Cinema System: 
Martin Audio CDD Surround Sound configured to 7.1 
7.1 Surround Sound via Bluray player 
12000 lumen Epson laser projector 
5.5m x 3.43m screen 

 


